WISDOM
SA-8 USB Firmware Update

Firmware Update with USB Drive

Required tools:
e  USB drive — Standard Windows formatted thumb drive (FAT32)
e  Firmware Files provided by Wisdom Audio
o SA8_FS_Image.bin and
o SA8_Application_firmware.bin

e  SA-8 or SA-8DSP

Backup System Settings and Prepare the SA-8

1. Using the Web Ul Interface go to System—>Export Configuration (See Wisdom Audio SA-8 DSP Blow-in
Sheet_ProductLaunch.pdf for details)

2. Right click on the link and “save as”

3. Save the configuration file as a backup on your computer

4. Close the Web Ul page and Turn Off the hard switch on the rear panel

v Speaker Wizard x v~ SA-3 Speaker Wizard X v SA-8 Speaker Wizard X +

< C O 8 169.254.0.8

@ Getting Started @) Suggested Sites @) Google Maps @) YouTube @ Wikipedia [ News [ Popular @) SAMSUNG @ Welcome to HSBC Mo... @) FactCheck [ Imported From IE [ he

N SA-8DSP

Blink Fr

Firmwa

Open Link i
Open Link in New Private Window
Bookmark Link.
Save Ling As...
Copy Link

earch Google for “this link

nspect Accessibility Properties

SA8_Firmware_Update_USB.docx 9/23/2022 10:48 AM 1



Prepare the USB drive
1. Place the SA8_FS_Image.bin and SA8_Application_firmware.bin on the USB drive at the root folder.
2. Note: the name must match exactly. Do not change them or the files will not load.

a. Thefiles may be sent inside a .zip. Unzip the files and place them at the root level, not inside a folder, as shown

below:
Manage USE Drive (E)
File Home Share WView Drive Tools o
» u & cut x B New item = @ open - [ select all
W] Copy path = fj Easy access = Edit Select none
Pin to Quick Copy Paste Move Copy Delete Rename MNew Properties . )
access E] Paste shortcut to to - folder - £7) History EF Invert selection
Clipboard Organize Mew Open Select
& =2 v A4 aa > ThisPC » USB Drive (E) v D S Search USB Drive (E:)
=/ Pictures () Mame Date modified Type Size
N videos [ sa8_application_firmware.bin BIN File 490 KB
= 0s5(C) [ sa8_FS_Image.bin BIM File 781 KB
== Program Docs (D:)
— USB Drive (E) !

Load the files
1. SA8 should be off. Amber Standby LED must be OFF.

a. Ifthe SA8 has amber light you should wait until the power supply has fully discharged. This can take several
minutes due to the large power reserve in this amplifier. 1

W1sDaMm

i. switch off the mains or remove the power cord

ii. wait until the amber light stays off

2.

@ <15A, 1800w .
@ <124, 2800w

e

3.  While pressing the hidden button, Power on the SA-8 with the MAINS switch
4. Continue pressing the button for approximately 10 seconds.

a. The main relay should click on and within 10 seconds the BLUE LED will indicate
ready as described below:

b. SA-8 should be in bootloader mode

c. Front panel LED blinking alternating pattern even/odd
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5. Connect the USB to the rear panel USB port next to the Ethernet above the Mains Power switch
a. USB mounts, if the drive has an LED it will blink
b. SA8 LED1 solid = erase memory
c. SA8LED2-8 shows progress

d. The process should take twice, once to load the web files and a second time to load
the firmware

6. Wait for the files to complete, SA8 will reboot when complete, and remove the USB Drive at this time.

7. If the SA-8 does not automatically reboot, the amber light will come on when done. Press the power button as normal.

Refresh the Web Ul Interface

After the new files have been loaded into the SA-8, it may be necessary to refresh the Web Ul to make the new Ul elements visible.
Once you have opened your web browser and are on the setup pages for the SA-8, hold down the SHIFT key and press the RELOAD:
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